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Subject 


Up key instructions for transfer of set up files 


ISSUED FOR CUSTOMER 


ACTION 




INFORMATION 


X 



TO TRANSFER MACHINE SET UPS (.STP FILES) FROM THE UP KEY TO THE MACHINE 
AND VICE VERSA, PROCEDE AS FOLLOWS. 

1 . OPEN THE MACHINE DOOR AND INSERT THE YELLOW SERVICE KEY TO POWER THE MACHINE 
UP. 

2. WAIT FOR THE MACHINE TO FULLY INITIALISE 

3. OPEN THE COIN MECHANISM COMPARTMENT DOOR AND SWING OPEN THE CPU BOARD 
MOUNTING PLATE. 

4. PLUG THE UP KEY IN TO THE CPU AS SHOWN BELOW. 

Upkey 958952 

5. ENTER THE MACHINE PROGRAMMING MENU AND GO TO THE TECHNICAL MENU. 

6. NEXT NAVIGATE TO MENU UP KEY 

7. USE THE REQUIRED SUB MENU. SEE BELOW: 
TECHNICAL MENU 

5.7 UP KEY (THE .STP FILES ARE THE SETUP FILES ON THE UP KEY) 
5.7. Setup Management 
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5.7.1 .1 Up Key --> Machine (TRANSFER A .STP FILE FROM THE UP KEY TO THE MACHINE) 

Connect the Up Key to the CPU. 

Gain access to the menu TEC> 5.7.1 .2 and press Enter. 

Scroll down to the desired setup (if more than one present) through the display and press Enter. 
The setup is automatically transferred to the machine. 

For RBS the following setups (.stp files are available on the UP KEY: 



RBS ins.stp (Astro Instant) 

RBS SFB.stp (Astro Fresh Brew) 

RBS TFB.stp (Astro Triple fresh Brew) 

RBS Combi.stp (Sfera Combi- snack and bottle) 

RBS Snack.stp (Sfera Snack- snack only) 

Whilst the setup is being transferred the machine customer display will say "WORKING". Once the file 
has finished transferring the display will revert to the UP KEY programming menu. 



Dose sheets for the RBS setups are supplied with each machine. 

Please do not Delete or over write these files by using any of the menu options below. 

If the machine is reinitialized the settings loaded from the UP KEY will be lost! 

5.7.1.2 Machine --> Up Key (TRANSFER A .STP FILE FROM THE MACHINE TO THE UP KEY) 

Connect the Up Key to the CPU. 

Gain access to the menu TEC> 5.7.1 .2 and press Enter. 

The Setup is automatically loaded to the Key. 

When the download is finished, the file can be named through the display of VM (e.g.: ASTROOOO.STP). 

5.7.1.3 Delete (REMOVE A .STP FILE FROM THE UP KEY) 

Connect the Up Key to the CPU. 

Gain access to the menu TEC> 5.7.1 .3 to delete one by one the setup currently loaded on the Key. 

5.7.1 .4 Delete All (EMOVE ALL .STP FILES FROM THE UP KEY) 

Connect the Up Key to the CPU. 

Gain access to the menu TEC> 5.7.1 .4 to delete all the setup currently loaded on the Key at the same time. 



Remove the UP KEY whilst the machine is still powered up and return machine to standby. 
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